
DSE813
USB COMMUNICATIONS ADAPTOR

DSEGenset

®

The DSE813 USB
Communications Adaptor is
designed for use with the DSE103
MKII Speed Switch and
DSE402MKII Manual/Auto Start
modules.  

The device is compatible with the
DSE Configuration Suite Lite
Software and is an interface
between the module and the PC,
allowing access to the
configuration settings stored
within the module and enabling
changes to be made.

THE KIT INCLUDES:
• DSE813 interface
• USB lead
• Connection cables
• Software disk

ENVIRONMENTAL TESTING STANDARDS

ELECTRO MAGNETIC COMPATIBILITY
BS EN 61000-6-2
EMC Generic Immunity Standard for the
Industrial Environment
BS EN 61000-6-4
EMC Generic Emission Standard for the
Industrial Environment

ELECTRICAL SAFETY
BS EN 60950
Safety of Information Technology
Equipment, including Electrical Business
Equipment

SPECIFICATION

DC SUPPLY
CONTINUOUS VOLTAGE RATING
Powered from the USB connection

OPERATING TEMPERATURE RANGE
OVERALL
-30º to +70º C

DIMENSIONS
OVERALL
90 mm x 50 mm x 25 mm
3.5” x 2” x 1”

RELATED MATERIALS
TITLE PART NO’S
DSE103MKII Data Sheet 055-094
DSE103MKII Configuration Suite Lite Software Manual 057-136
DSE402MKII Data Sheet 055-097
DSE402MKII Configuration Suite Lite Software Manual 057-138

DEEP SEA ELECTRONICS PLC UK
Highfield House, Hunmanby Industrial Estate, Hunmanby YO14 0PH
TELEPHONE +44 (0) 1723 890099 FACSIMILE +44 (0) 1723 893303
EMAIL sales@deepseaplc.com  WEBSITE www.deepseaplc.com

DEEP SEA ELECTRONICS INC USA
3230 Williams Avenue, Rockford, IL 61101-2668 USA
TELEPHONE +1 (815) 316 8706 FACSIMILE +1 (815) 316 8708
EMAIL sales@deepseausa.com  WEBSITE www.deepseausa.com

055-100/5/11 US (1)Registered in England & Wales No.01319649
VAT No.316923457

Deep Sea Electronics Plc maintains a policy of continuous development and reserves the right to change the
details shown on this data sheet without prior notice. The contents are intended for guidance only.


