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Want to dress up your classic collector car?

Add Stewart Warner Standard™ or Standard Plus™ gauges. Cars or trucks from the ‘40s
through the “60s are especially suited for single, double or triple gauge panels, typically
mounted under those big dashboards. If you want an authentic line of classic old-style
Stewart Warner gauges, then Standard™ is the line for you. And, if you need lighting just
like the originals, step up to Standard Plus™ gauges.

Features include:

Q Original white-on-black graphics arranged in a 60° arc

U Flat bright stainless steel bezel

U Unique pointer with hub at bottom of gauge

O 2-1/32" diameter case-same as originals

O Standard™ gauges in sealed case, non-illuminated

[ Standard Plus™ sold as kits with gauges, mounting panels (1-, 2- or 3-gauge) and

lighting (external, indirect)
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Ammeter 20-0-20 - 82201 Internal Shunt
30-0-30 - 82200 Internal Shunt
60-0-60 - 82202 Internal Shunt
Fuel Level 240 Ohm - 82211 Senders Page 52
Pressure 0-50 psi 82207 2
T T i)y
0-80 psi 82208 g
Temperature  100-250°F 82210-36 - Tube - 36"
100-250°F 82210-48 - Tube - 48"
100-250°F 82210-60 - Tube - 60"
100-250°F 82210-72 - Tube - 72"
100-250°F 82210-144 | - Tube - 144"
Kits include: Mounting hardware, installation instructions. Purchase fuel sender or tubing separately.
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l’anelﬂjype | Range[s] I Kit Number: | Also Included in Kit. =
Single Panels

Ammeter 60-0-60 822128
Pressure 0-100 psi 822138 6 ft. tubing kit w/fittings
Temperature | 100-250°F 82214872 72" capillary

Double Panels

Ammeter/ 60-0-60;
Pressure 0-100 psi

822158 6 ft. tubing kit w/fittings

Pressure/ 0-100 psi;
Temperature | 100-250°F

Triple Panel

Ammeter/ 60-0-60;
Pressure/ 0-100 psi; 822178
Temperature | 100-250°F
Kits include: Mounting panel and hardware, light kit installation instructions and additional
accessories as indicated above.

72" capillary; 6 ft. tubing kit

822168 w/fittings

72" capillary; 6 ft. tubing kit
w/fittings
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